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oMP WDR Network IR Fixed Dome Camera
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Specifications
eNso| | 1/2.7", 5.0 megapixel, progressive scan, CMOS Support
2.8mm@F2.0 Normal/Vertical/Horizontal/180°
Lens [mm) Detect (m] Observe (m) Recognize (m] | Identify [m] NA
2.8 63.1 25.2 12.6 6.3 Supported
| 105.6° Supported
/ 69.9° 6.711
137.5° Supported
Pan: 3° ~ 360° Tilt: 0° ~ 68° Rotate: 3° ~ 360° Supported
Auto/Manual, 1 ~ 1/100000s 8KHZ
| Colour:0.01 Lux (F2.0, AGC ON) Micro SD, up to 256GB
OLux with IR ANR

F IR-cut filter with auto switch [ICR]

eduction /KT

IPv4, IGMP, ICMP, ARP, TCP, UDP, DHCP,RTP, RTSP, RTCP, DNS, DDNS, NTP, FTP, UPnP,
HTTP, HTTPS, SMTP, SSL
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i2-1i1:1:l ONVIF [Profile S, Profile G, Profile T), AP

[ 30-50m IR range

Plug-in required live view: IE9+, Chrome 41 and below, Firefox 52 and below

850nm Plug-in free live view: Chorme 57.0+, Firefox 58.0+, Edge 16+, Safari 11+
" Auto/Manual Input: impedance 35k(; amplitude 2V [p-p]
| Digital Defog Output: impedance 6000; amplitude 2V [p-p]
| 120dB 1/1

Ultra 265, H.265, H.264, MJPEG

1 RJ45 10M/100M Base-TX Ethernet

profile, Main Profile

Main Stream: SMP (2592*1944), Max 20fps; 4MP (2560* 1440), Max 30fps; 3MP (2304
*1296), Max 30fps; 1080P (1920*1080),Max 30fps;

Sub Stream: 4CIF (704*576), Max 30fps;

Third Stream: CIF (352*288], Max 30fps

CE: EN 60950-1
UL: UL60SS50-1
FCC: FCC Part 15

DC 12V+25%, PoE [IEEE 802.3af)

Power consumption: Max 5.5W

128 Kbps~16 Mbps

(0108.7 x 81.1mm (04.3" x 3.2")

Up to 4 0SDs

0.45kg (0.991b]

| Up to 4 areas

Metal + Plastic

Up to 2 areas

-35°C ~ 60°C (-31°F ~ 140°F), Humidity: <95% RH (non-condensing]

Up 10 4 areas

-35°C ~ 60°C (-31°F ~ 140°F), Humidity: <85% RH [non-condensing]

Tampering detection, Audio detection, Intrusion detection, Human body detection
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